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芯 洲 科 技  
Silicon Content Technology 

10W High-Integration, High-Efficiency PMIC for Wireless Power Transmitter 

FEATURES 
• VIN Input Voltage Range: 4.2V-13V 

• PVIN Input Voltage Range: 1V-13V 

• Up to 10W Power Transfer 

• Integrated Full-Bridge Power Stage with 9mΩ 
Rdson of Power MOSFETs 

• Integrated 5V-100mA LDO  

• Optimized for EMI Reduction 

• Build-in 3.3V-100mA LDO 

• Ultra-low quiescent current in Low IQ mode , IQ 
<15uA 

• Integrated Lossless Input Current Sensor with 
±2% accuracy for FOD and current 
Demodulation 

• Integrated voltage and current demodulation 

• Integrated Q factor detection 

• 3.3V and 5V PWM Signal Logic Compatible 

• Input Under-Voltage Lockout 

• Over Current Protection 

• Over Temperature Protection 

• 3mm*3.5mm FC-QFN-19L Package 

 

APPLICATIONS 
• WPC Compliant Wireless Chargers of 10W 

Systems for Mobiles, Tablets and Wearable 
Devices 

• General Wireless Power Transmitters for 
Consumer, Industrial and Medical Equipment 

• Proprietary Wireless Chargers and Transmitters 

DESCRIPTION 
The SCT63052 is a highly integrated Power 
Management IC allows achieving high performance, 
high efficiency and cost effectiveness of wireless 
power transmitter system compliant with WPC 
specification to support up to 10W power transfer, 
working with a wireless application specific controller 
or a general MCU based transmitter controller. 

This device integrates a 4-MOSFETs full bridge 

power stage，gate drivers, a 5V LDO, a 3.3V LDO, 

communication demodulator, Q-factor de( G
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PIN FUNCTIONS 

NAME NO. PIN FUNCTION 

PVIN1 1 

Input supply voltage of half-bridge FETs Q1 and Q2. Connected to the drain of high 
side FET Q1. A local bypass capacitor from PVIN1 pin to PGND pin should be added. 
Path from PVIN1 pin to high frequency bypass capacitor and PGND must be as short 
as possible.   

PGND 3 
PGND is the common power ground of the full bridge, connected to the source 
terminal of low side FETs Q2 and Q4 internally.  

PVIN2 5 

Input supply voltage of half-bridge FETs Q3 and Q4. Connected to the drain of high 
side FET Q3. A local bypass capacitor from PVIN2 pin to PGND pin should be added. 
Path from PVIN2 pin to high frequency bypass capacitor and PGND must be as short 
as possible.   

VIN 6 
Input supply voltage of the 5V LDO. Add a local bypass capacitor from VIN pin to GND 
pin. Path from VIN pin to high frequency bypass capacitor and GND must be as short 
as possible.   

GND 7 Ground. 

VDD 8 
Output voltage of the 5V LDO. Connect 2.2uF capacitor from this pin to GND pin. VDD 
is the input power supply for gate driver of power stage and the 3.3V LDO. 

V3P3 9 3.3V LDO output. Connect 1uF capacitor to ground. 

QDET 10 Q-factor detection input. 

VDM 11 High-pass filter input. Voltage demodulation pin data packets based on coil voltage. 

BST2 12 
Power supply bias for the high-side power MOSFET gate driver of Q3 as shown in the 
block diagram. Connect a 0.1uF capacitor from BST2 pin to SW2 pin. 

SW2 4 Switching node of the half-
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 4.2 13 V 
PVIN Input voltage range 1 13 V 

TJ Operating junction temperature -40 125 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 
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ELECTRICAL CHARACTERISTICS 
VPVIN1=VPVIN2=9V, VDD=5V, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Input supplies and UVLO 

VIN Operating input voltage  4.2  13 V 
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TYPICAL CHARACTERISTICS  

 

Figure 2. Low IQ mode current vs Vin 

 

     Figure 3.  5V LDO Vout vs Vin  

 

 

Figure 4. 5V LDO Vout vs temperature @Vin=9V 

 

        Figure 5. 3.3V LDO Vout vs Vin 

 

 Figure 6. 3.3V LDO Vout vs temperature @Vin=9V 

 

     Figure 7. Current Sense Output Voltage vs Iin 
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FUNCTIONAL BLOCK DIAGRAM 
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Figure 8. Functional Block Diagram 
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OPERATION    

Overview 
The SCT63052 is a highly integrated power management unit optimized for wireless power transmitter 
applications. This device integrates the power functions required to a wireless power transmitter including 5V 
output LDO as power supply for external transmitter controller, full bridge power stage to convert DC input power 
to AC output for driving LC resonant circuit, lossless current sensing with ±2% accuracy, 3.3V output LDO for 
powering MCU. 

The SCT63052 has three power input pins.  VIN is connected to the power FETs of 5V LDO. PVIN1 and PVIN2 
are connected to the power FETs of the full bridge and conduct high currents for power transfer.  

VIN and PVIN1, PVIN2 can be powered separately for more flexibility of system power design. The operating 
voltage range for VIN is from 4.2V to 13V. An Under-Voltage Lockout(UVLO) circuit monitors the voltage of VIN 
pin and disables the IC operation when VIN voltage falls below the UVLO threshold of 2.55V typically. The 
maximum operating voltage for PVIN is up to 13V while the gG
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An external 100nF ceramic bootstrap capacitor between BST1 and SW1 pin powers floating high-side power 
MOSFET Q1's gate driver, and the other 100nF bootstrap capacitor between BST2 and SW2 pin powers for the 
Q3's. When low side FET is on which means SW is low, the bootstrap capacitor is charged through internal path 
by VDD power supply rail.  

PWM cannot been kept as high level for more than 2ms since the voltage of bootstrap capacitor will be 
discharged by internal leakage current if high side FET keeps on. 

Full Bridge Over Current Protection 

The SCT63052 integrates cycle-by-cycle current limit and hiccup mode for over-current protection. The current of 
the high side FET Q1 and Q3 is sensed and compared to the current limit threshold during each switching cycle. If 
the current exceeds the threshold, 4A typ
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Low IQ Mode  

The SCT63052 supports Low IQ Mode. Only full bridge is disabled when EN pin is low or floating. 5V and 3.3V 
LDO are still alive with ultra-low quiescent current to decrease power loss for Q factor detection. 

Q Factor Detection 

The SCT63052 
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APPLICATION INFORMATION  

Typical Application 
 

 

BST1

SW1

 
Figure 11. Same Input to VIN and PVIN 
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Application Waveforms  

 

Figure 12. Power Up 

 

 Figure 13.  Power Down 

 
Figure 14. Power Up 

 
Figure 15. Power Down 

 

Figure 16. Full bridge @Vin=5V, RX=2.5W 

 

Figure 17. VDMO/IDMO Demodulation Output 
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PACKAGE INFORMATION 

PIN 1 ID

MARKING

TOP VIEW

PIN 1 ID

INDEX AREA

BOTTOM VIEW

PIN 1 ID

0.15X45°TYP.

RECOMMENDED LAND PATTERN

NOTE:

1) ALL DIMENSIONS ARE IN MILLIMETERS.

2) LEAD COPLANARITY SHALL BE 0.08 

MILLIMETERS MAX.

3) JEDEC REFERENCE IS MO-220.

4) DRAWING IS NOT TO SCALE.

SIDE VIEW
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TAPE AND REEL INFORMATION 
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